PMON2000 MIPS Initializing. Standby...          Version: PMMON2000 V01.0.0.01

ERRORPC=00000000 CONFIG=0042e4b0 STATUS=00400000

CPU PRID 000034c1, MaskID 00001320

Initializing caches...done (CONFIG=0042e4bb)

Switching to runtime address map...done

Setting up SDRAM controller: sdram config 0x80010000

master clock 100 Mhz, MulFundBIU 0x02, DivXSDRAM 0x02

sdram freq 0x09ef21aa hz, sdram period: 0x06 nsec

dimm0: density 1Gbit, DDR2 running as DDR1, width 8, single-sided, unbuffered, size 0x40000000

  supported CAS latency: 5 4 3, using 3 cycles, byte18=0x38

  RAS to CAS delay (tRCD) 0x0f nsec, byte29=0x3c

      setting bank timing tRCD to 0x03 cycles

  precharge to bank activation delay (tRP) 0x0f nsec, byte27=0x3c

      setting bank timing tRP to 0x03 cycles

  bank activation delay and refresh recovery (tRC) 0x3c nsec, byte41=0x3c

      setting bank timing tRC to 0x0c cycles

  minimum auto-refresh to active/auto-refresh (tRFC) 0x7f nsec, byte42=0x7f

      setting bank timing tRFC to 0x16 cycles

  reduced refresh rate of 7800 nsec, byte12=0x82

      setting bank timing tREF to 0x0050 cycles

  bank1: base 0x00000000 size 0x40000000 timing 0xb250e483 cfg 0x00000049

         LKB1 0x00000001 LKM1 0x03ffff00

dimm1: not present

SDRAM setup complete

DDR RAM CONTROLLER REGISTER INFO

address 0xff020000, data 0x20226201

address 0xff020004, data 0x80010000

address 0xff020008, data 0x80000001

address 0xff02000c, data 0x00010000

address 0xff020010, data 0x00000000

address 0xff020014, data 0x00000000

address 0xff020018, data 0x00000000

address 0xff02001c, data 0x00000000

address 0xff020020, data 0x00000000

address 0xff020024, data 0x00000000

address 0xff020028, data 0x00000000

address 0xff02002c, data 0x00000000

address 0xff020030, data 0x00000001

address 0xff020034, data 0x03ffff00

address 0xff020038, data 0x00000049

address 0xff02003c, data 0xb250e483

address 0xff020040, data 0x00000000

address 0xff020044, data 0x00000000

address 0xff020048, data 0x00000049

address 0xff02004c, data 0x00000000

address 0xff020050, data 0x00000000

address 0xff020054, data 0x00000000

address 0xff020058, data 0x00000000

address 0xff02005c, data 0x00000000

address 0xff020060, data 0x00000000

address 0xff020064, data 0x00000000

address 0xff020068, data 0x00000000

address 0xff02006c, data 0x00000000

address 0xff020070, data 0x00000fca

address 0xff020074, data 0x0003ffff

address 0xff020078, data 0x00000000

address 0xff02007c, data 0x00000000

address 0xff020080, data 0x00000000

address 0xff020084, data 0x00000000

address 0xff020088, data 0x000000a0

address 0xff02008c, data 0x00000000

Clearing first 1MB of memory...done

Copy PMON to execute location...done

PMON stack at 8000f800

Booting compressed image

PMON2000 MIPS Initializing (RAM loaded, compressed). Standby...

Copy PMON to execute location...done

PMON stack at 8000f800

mainbus0 (root)

localbus0 at mainbus0

rme: found device 0x9150, version 1

rme0 at localbus0: adr 00:e0:04:00:05:04

rme0: descriptors in SDRAM

rme0: 64 tx descriptors at 0x9fc07000 size 0x800

rme0: 64 rx descriptors at 0x9fc89800 size 0x800

eephy0 at rme0 phy 1: Realtek RTL8211BN Gigabit PHY, rev. 2

rme0: enabling pad mode

rme1 at localbus0: adr 00:e0:04:00:05:05

rme1: descriptors in SDRAM

rme1: 64 tx descriptors at 0x9fc89000 size 0x800

rme1: 64 rx descriptors at 0x9fcca800 size 0x800

eephy1 at rme1 phy 2: Realtek RTL8211BN Gigabit PHY, rev. 2

rme1: enabling pad mode

pcibr0 at mainbus0

pci0 at pcibr0 bus 0

"CMD Technology SiI3114 SATA" rev 0x02 at pci0 dev 2 function 0 not configured

pcibr1 at mainbus0

pci1 at pcibr1 bus 1

ohci0 at pci1 dev 2 function 0 "NEC USB" rev 0x43: generic poll, version 1.0

usb1 at ohci0: USB revision 1.0

uhub1 at usb1

uhub1: class 9/0 rev 1.00/1.00, addr 1

uhub1: 3 ports with 3 removable, self powered

ohci1 at pci1 dev 2 function 1 "NEC USB" rev 0x43: generic poll, version 1.0

usb2 at ohci1: USB revision 1.0

uhub2 at usb2

uhub2: class 9/0 rev 1.00/1.00, addr 1

uhub2: 2 ports with 2 removable, self powered

ehci0 at pci1 dev 2 function 2 "NEC USB" rev 0x04: generic poll

ehci0: EHCI version 1.0

ehci0: companion controllers, 3 ports each: ohci0 ohci1

usb0 at ehci0: USB revision 2.0

uhub0 at usb0

uhub0: class 9/0 rev 2.00/1.00, addr 1

uhub0: 5 ports with 5 removable, self powered

pcibr2 at mainbus0

pci2 at pcibr2 bus 2

umass0 at uhub0 port 1 configuration 1 interface 0

umass0:vendor 0x1307 product 0x0165rev 2.00/1.00, addr 2 using umass0 over SCSI

scsibus0 at umass0: 2 targets

sd0 at scsibus0 targ 1 lun 0: <USBest, USB2FlashStorage, 0.00> SCSI2 0/direct removable

sd0: drive offline

umass1 at uhub0 port 2 configuration 1 interface 0

umass1:vendor 0x3538 product 0x0059rev 2.00/1.00, addr 3 using umass1 over SCSI

scsibus1 at umass1: 2 targets

sd1 at scsibus1 targ 1 lun 0: <Generic, USB Flash Disk, 0.00> SCSI2 0/direct removable

sd1: 3855MB, 3855 cyl, 64 head, 32 sec, 512 bytes/sec, 7897040 sec total

System init done.

Configuration [PM74501,EB,NET,SCSI]

Version: PMON2000 3.1.27-B029 (PM74501) #1: Wed Dec  9 11:49:45 IST 2009.

Supported loaders [srec, elf, bin]

Supported filesystems [net, fat, disk, tty, ram]

This software may be redistributed under the BSD copyright.

BSP Copyright 2004-2009, PMC-Sierra, Inc.

CPU E9000 @ 600.00 MHz

Memory size 1024 MB.

Primary Instruction cache size 16KB (32 line, 4 way)

Primary Data cache size 16KB (32 line, 4 way)

Secondary cache size 256KB

PMON> $ip

rme0: link up, 100 Mbps, full duplex

PMON> $ld

Loading file: tftp://172.16.48.62/vmlinux.32 [elf32] [mips4] [not 32bitmode]

ffffffff80100000/5ac086(5947526) + ffffffff806ac086/34f9a(z) + 7007 syms\

Entry address is ffffffff80675000

PMON> g root=/dev/sdb2 mem=512Mehci_shutdown: stopping the HC

ohci_shutdown: stopping the HC

ohci_shutdown: stopping the HC

Halting rme1

Halting rme0

Linux version 2.6.18 (paanoop1@blr-sw65.pmc-sierra.bc.ca) (gcc version 3.4.5) #36 Mon Jan 18 21:00:07 IST 2010

MIPS 64-bit support for PMC-Sierra Sequoia

memory size 1024MB

cpu_clock set to 600000000

CPU revision is: 000034c1

FPU revision is: 00003420

PMC-Sierra PM74100 Board Setup

64-bit support

Determined physical RAM map:

 memory: 0000000010000000 @ 0000000000000000 (usable)

User-defined physical RAM map:

 memory: 0000000020000000 @ 0000000000000000 (usable)

Built 1 zonelists.  Total pages: 131072

Kernel command line: root=/dev/sdb2 mem=512M

Primary instruction cache 16kB, physically tagged, 4-way, linesize 32 bytes.

Primary data cache 16kB, 4-way, linesize 32 bytes.

Secondary cache size 256K, linesize 32 bytes.

Synthesized TLB refill handler (39 instructions).

Synthesized TLB load handler fastpath (51 instructions).

Synthesized TLB store handler fastpath (51 instructions).

Synthesized TLB modify handler fastpath (50 instructions).

PID hash table entries: 4096 (order: 12, 32768 bytes)

Using 300.000 MHz high precision timer.

Dentry cache hash table entries: 65536 (order: 7, 524288 bytes)

Inode-cache hash table entries: 32768 (order: 6, 262144 bytes)

Memory: 508928k/524288k available (3862k kernel code, 15032k reserved, 1722k data, 224k init, 0k highmem)

Internal UART Support for PMC-Sierra Sequoia

You are using the Dallas DS1501 RTC.

UDI: initializing

UDI: cannot find UDI

UDI: not available

Mount-cache hash table entries: 256

Checking for 'wait' instruction...  available.

Checking for the multiply/shift bug... no.

Checking for the daddi bug... no.

Checking for the daddiu bug... no.

NET: Registered protocol family 16

SCSI subsystem initialized

usbcore: registered new driver usbfs

usbcore: registered new driver hub

PCI: Failed to allocate mem resource #2:20000000@e0000000 for 0000:00:01.0

PCI: Failed to allocate mem resource #2:20000000@100000000 for 0000:01:01.0

NET: Registered protocol family 2

IP route cache hash table entries: 16384 (order: 5, 131072 bytes)

TCP established hash table entries: 65536 (order: 7, 524288 bytes)

TCP bind hash table entries: 32768 (order: 6, 262144 bytes)

TCP: Hash tables configured (established 65536 bind 32768)

TCP reno registered

VFS: Disk quotas dquot_6.5.1

Dquot-cache hash table entries: 512 (order 0, 4096 bytes)

squashfs: version 3.1 (2006/08/19) Phillip Lougher

Installing knfsd (copyright (C) 1996 okir@monad.swb.de).

NTFS driver 2.1.27 [Flags: R/O].

JFFS2 version 2.2. (NAND) (C) 2001-2006 Red Hat, Inc.

SGI XFS with ACLs, large block/inode numbers, no debug enabled

SGI XFS Quota Management subsystem

Initializing Cryptographic API

io scheduler noop registered

io scheduler anticipatory registered

io scheduler deadline registered

io scheduler cfq registered (default)

Generic RTC Driver v1.07

Serial: 8250/16550 driver $Revision: 1.6 $ 4 ports, IRQ sharing disabled

serial8250: ttyS0 at MMIO 0x90000000ff080000 (irq = 0) is a 16550A

serial8250: ttyS1 at MMIO 0x90000000ff080030 (irq = 0) is a 16550A

loop: loaded (max 8 devices)

PMC-Sierra MSP85x0 10/100/1000 Ethernet Driver

Device Id : 206014, Version : 0

MSP85x0 GE Driver version 1.4

PHY OUI: 32 Model: 11 Rev: 2

Rx NAPI supported, Tx Coalescing ON

eth0: port 0 with MAC address 00:e0:04:00:05:04

PHY OUI: 32 Model: 11 Rev: 2

Rx NAPI supported, Tx Coalescing ON

eth1: port 1 with MAC address 00:e0:04:00:05:05

ehci_hcd 0000:01:02.2: EHCI Host Controller

ehci_hcd 0000:01:02.2: new USB bus registered, assigned bus number 1

ehci_hcd 0000:01:02.2: irq 13, io mem 0xe8802000

ehci_hcd 0000:01:02.2: USB 2.0 started, EHCI 1.00, driver 10 Dec 2004

usb usb1: configuration #1 chosen from 1 choice

hub 1-0:1.0: USB hub found

hub 1-0:1.0: 5 ports detected

ohci_hcd 0000:01:02.0: OHCI Host Controller

ohci_hcd 0000:01:02.0: new USB bus registered, assigned bus number 2

ohci_hcd 0000:01:02.0: irq 13, io mem 0xe8800000

usb usb2: configuration #1 chosen from 1 choice

hub 2-0:1.0: USB hub found

hub 2-0:1.0: 3 ports detected

ohci_hcd 0000:01:02.1: OHCI Host Controller

ohci_hcd 0000:01:02.1: new USB bus registered, assigned bus number 3

ohci_hcd 0000:01:02.1: irq 13, io mem 0xe8801000

usb 1-1: new high speed USB device using ehci_hcd and address 2

usb usb3: configuration #1 chosen from 1 choice

hub 3-0:1.0: USB hub found

hub 3-0:1.0: 2 ports detected

usb 1-1: configuration #1 chosen from 1 choice

Initializing USB Mass Storage driver...

usb 1-2: new high speed USB device using ehci_hcd and address 3

usb 1-2: configuration #1 chosen from 1 choice

scsi0 : SCSI emulation for USB Mass Storage devices

  Vendor: USBest    Model: USB2FlashStorage  Rev: 0.00

  Type:   Direct-Access                      ANSI SCSI revision: 02

scsiglue: Trying to match USB boot device params:

  Parent device number: [1]

  Parent device port: [0]

  Device bus number: [1]

  Device state: [7]

  Device speed: [3]

scsiglue: Got USB boot device match!

  Device name:

  Device manufacturer:

  Device serial:

  Device bus: 1

  Device bus name: [0000:01:02.2]

sd: Hooray! Discovered SCSI boot device!

  host_no [0], channel [0], id [0], lun [0]

sd 0:0:0:0: Attached scsi removable disk scsibd

sd 0:0:0:0: Attached scsi generic sg0 type 0

scsi1 : SCSI emulation for USB Mass Storage devices

  Vendor: Generic   Model: USB Flash Disk    Rev: 0.00

  Type:   Direct-Access                      ANSI SCSI revision: 02

scsiglue: Already have USB boot device, doing nothing.

SCSI device sdb: 7897040 512-byte hdwr sectors (4043 MB)

sdb: Write Protect is off

sdb: assuming drive cache: write through

SCSI device sdb: 7897040 512-byte hdwr sectors (4043 MB)

sdb: Write Protect is off

sdb: assuming drive cache: write through

 sdb: sdb1 sdb2 sdb3 sdb4

sd 1:0:0:0: Attached scsi removable disk sdb

sd 1:0:0:0: Attached scsi generic sg1 type 0

usbcore: registered new driver usb-storage

USB Mass Storage support registered.

usbcore: registered new driver hiddev

usbcore: registered new driver usbhid

drivers/usb/input/hid-core.c: v2.6:USB HID core driver

DS15x1 NVRAM driver v1.0

i2c /dev entries driver

md: linear personality registered for level -1

md: raid0 personality registered for level 0

md: raid1 personality registered for level 1

md: raid10 personality registered for level 10

raid6: int64x1    243 MB/s

raid6: int64x2    289 MB/s

raid6: int64x4    408 MB/s

raid6: int64x8    293 MB/s

raid6: using algorithm int64x4 (408 MB/s)

md: raid6 personality registered for level 6

md: raid5 personality registered for level 5

md: raid4 personality registered for level 4

raid5: measuring checksumming speed

   8regs     :   883.000 MB/sec

   8regs_prefetch:   842.000 MB/sec

   32regs    :  1471.000 MB/sec

   32regs_prefetch:  1362.000 MB/sec

raid5: using function: 32regs (1471.000 MB/sec)

md: md driver 0.90.3 MAX_MD_DEVS=256, MD_SB_DISKS=27

md: bitmap version 4.39

device-mapper: ioctl: 4.7.0-ioctl (2006-06-24) initialised: dm-devel@redhat.com

ip_tables: (C) 2000-2006 Netfilter Core Team

TCP bic registered

NET: Registered protocol family 1

NET: Registered protocol family 17

802.1Q VLAN Support v1.8 Ben Greear <greearb@candelatech.com>

All bugs added by David S. Miller <davem@redhat.com>

drivers/rtc/hctosys.c: unable to open rtc device (rtc0)

md: Skipping autodetection of RAID arrays.

md: md0 stopped.

Root device ("/dev/sdb2") is now online.

VFS: Mounted root (squashfs filesystem) readonly.

Freeing unused kernel memory: 224k freed

Doing sysinit

Mounting procfs

Mounting sysfs

Starting udev

Mounting nfsd

Mounting tmpfs on /var (limited to [5242880] bytes)

Mounting tmpfs on /tmp (limited to [1048576] bytes)

Mounting tmpfs on /mnt (limited to [131072] bytes)

Creating dev entries for mtdblock devices...

Creating dev entries for mtd devices...

Starting udevd, attempt 1...

cannot open /dev/null

Starting udevtrigger...

Starting udevsettle...

Making useful softlinks...

Removing hotplug...

Mounting devpts...

Start executing startup scripts...

Doing sysinit

Starting udev

cannot open /dev/null

another udev daemon already running

Initializing random number generator... rm: unable to remove `/etc/random-seed': Read-only file system

urandom start: failed.

done.

Setting hostname:  uclibc

Starting up loopback

Starting ntpd: can't open /etc/ntpd.d/ntpd-misc.conf, port 123 will be used

fatal: stat: No such file or directory

dispatch_imsg in main: pipe closed

Lost child: child exited

Terminating

OK

Generating RSA Key...

mkdir: Cannot create directory `/etc/dropbear': Read-only file system

Will output 1024 bit rsa secret key to '/etc/dropbear/dropbear_rsa_host_key'

Generating key, this may take a while...

Couldn't create new file /etc/dropbear/dropbear_rsa_host_key

Reason: No such file or directory

Generating DSS Key...

mkdir: Cannot create directory `/etc/dropbear': Read-only file system

Will output 1024 bit dss secret key to '/etc/dropbear/dropbear_dss_host_key'

Generating key, this may take a while...

Couldn't create new file /etc/dropbear/dropbear_dss_host_key

Reason: No such file or directory

Starting dropbear sshd: OK

Starting mDNSResponderPosix: OK

Starting vsftpd:

        No certificate for vsftpd, cannot start in secure mode.

        Try a command like [openssl req -new -x509 -nodes -pubkey -out vsftpd.pem -keyout vsftpd.pem -verbose] to generate a self signed certificate.

mkdir: Cannot create directory `/usr/share/ssl/certs/': Read-only file system

OK

Please press Enter to activate this console.

Welcome to Presidio NVR Evaluation platform.

Release-B004.

uclibc login: root

Password:

login[486]: root login  on `ttyS0'

[root@uclibc ~]#

[root@uclibc ~]#

[root@uclibc ~]# 

[root@uclibc ~]#

[root@uclibc ~]#

[root@uclibc ~]# cat /proc/meminfo

MemTotal:       509480 kB

MemFree:        487812 kB

Buffers:          3936 kB

Cached:           9428 kB

SwapCached:          0 kB

Active:           6324 kB

Inactive:         7728 kB

HighTotal:           0 kB

HighFree:            0 kB

LowTotal:       509480 kB

LowFree:        487812 kB

SwapTotal:           0 kB

SwapFree:            0 kB

Dirty:               0 kB

Writeback:           0 kB

AnonPages:         732 kB

Mapped:           2004 kB

Slab:             5880 kB

PageTables:         80 kB

NFS_Unstable:        0 kB

Bounce:              0 kB

CommitLimit:    254740 kB

Committed_AS:     3340 kB

VmallocTotal: 1073741824 kB

VmallocUsed:       364 kB

VmallocChunk: 1073741460 kB

[root@uclibc ~]#

[root@uclibc ~]# free

              total         used         free       shared      buffers

  Mem:       509480        21676       487804            0         3936

 Swap:            0            0            0

Total:       509480        21676       487804

[root@uclibc ~]#

[root@uclibc ~]# 

[root@uclibc ~]# cat /proc/buddyinfo

Node 0, zone      DMA      1      1      1      1      1      0      1      0      0      0    119

